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SINALIZADOR ELETRONICO AUDIO/VISUAL
SOUNDER / BEACON

EUROPEAN SAFETY SYSTEMS LTD.
Impress House, Mansell Road, Acton
W3 7QH - London — United Kingdom

EUROPEAN SAFETY SYSTEMS LTD.
Impress House, Mansell Road, Acton
W3 7QH - London — United Kingdom

EUROPEAN SAFETY SYSTEMS LTD.
Impress House, Mansell Road, Acton
W3 7QH - London — United Kingdom

BEX...

Ver Descricéo do Produto / See Product Description

e2S

Revisao / Revision

Data: 17/06/2019

Date

Sinalizador eletronico audio/visual para uso em atmosferas explosivas

Sounder / Beacon for use in explosive atmospheres

N/A

Ex db 1B T* Gb
Ex tb IlIC T* Db

IEC 60079-0:2017, ABNT NBR IEC 60079-1:2016 & ABNT NBR IEC 60079-31:2014

Modelo 5, segundo ABNT NBR ISO/IEC 17067:2015 / Model 5

179:2010 / Equipamentos Elétricos e Eletronicos para Atmosferas Explosivas / Electrical

Equipment for Explosive Atmospheres

Uso do Selo de Identificagdo da Conformidade sobre o (s) produto (s) relacionado (s) neste
Certificado / Use of the conformity identification seal on the product (s) listed in this certificate

A Associacéo IEx Certificagdes, que é um Organismo de Certificacdo de Produto acreditado pela Coordenacéo Geral de Acreditacéo — Cgcre,
sob o registro N° OCP-0064, confirma que o produto estd em conformidade com a (s) Norma (s) e Portaria acima descritas.
Associagdo IEx Certificagdes, as a Product Certification Body accredited by Coordenacdo Geral de Acreditacdo — Cgcre, according to the register N° OCP-0064,
confirms that the product (s) is (are) in compliance with the standards and Decree above mentioned.
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Representante Legal / VEXTRON DISTRIBUIDORA DE MATERIAIS ELETRICOS EIRELI
Endereco: Av. Francisco Matarazzo, 1752, Conjunto 1907
Legal Representative / Address 05001-200 — S30 Paulo — SP — Brasil

CNPJ: 20.672.540/0001-82

I Descricao do Produto / Product Description I

Sinalizadores  eletronicos  audio/visuais, modelos BExCS110-05D..., BExDCS110-05D..., BExCL15-05D..., BExDCL15-05D...,
BExCA110-05D..., BExDCA110-05D..., BExCTS110-05D..., BExDCTS110-05D..., BExCTV110-05D..., BExDCTV110-05D...
BExCS110L1D..., BExDCS110L1D... e BEXCS110-L2D..., séo alojados em invélucros de aluminio com o tipo de protegéo a prova de explosdo

"d", sendo utilizados para fornecerem sinais acusticos e sinais de alertas visuais.

Todos os tipos podem ser fornecidos com uma sirene radial pequena, dando o sufixo: -R para a designagédo de tipo, por exemplo,

BExCS110-05D-R.

Os sinalizadores visuais sdo fornecidos com uma cupula de vidro. Os sinalizadores visuais dos tipos BExCS110L1D, BExXDCS110L1D e
BEXxCS110-L2D séao fornecidos com uma cupula plastica. Os outros sinalizadores também podem ser fornecidos com uma tampa de lente
plastica dando o sufixo: -P para a designagao de tipo, por exemplo, BExCS110-05D-R-P.

O involucro fornece um grau de protegao de IP66/IP67.

Sounder/Beacon Series BEXx includes types BExCS110-05D..., BExXDCS110-05D..., BExCL15-05D..., BEXDCL15-05D..., BEXCA110-05D..., BEXDCA110-05D...,
BEXCTS110-05D..., BEXDCTS110-05D..., BEXCTV110-05D..., BEXDCTV110-05D..., BEXCS110-L1D... , BEXDCS110-L1D... and BExCS110-L2D..., are housed
in aluminium enclosures in type of protection flameproof enclosure “d”, are used to provide acoustic signals and visual warning signals.

All types can be provided with a smaller radial horn giving the suffix: -R to the type designation, e.g. BExCS110-05D-R.

The Beacons are provided with a glass dome. LED Beacon Types BExCS110-L1D, BExDCS110-L1D and BExCS110-L2D are provided with a plastic dome cover.
Other Beacons are optionally provided with a plastic dome cover indicated by the suffix -P to the type designation; e.g. BExCS110-05D-R-P.

The enclosure provides a degree of protection of IP66/IP67.

Dados elétricos / Electrical parameters:

Sinalizadores eletrénicos audios/visuais Tipos / Electronic Sounder/Beacons Types BEXCS110-05D & BEXDCS110-05D:

Tenséo de Alimentacdo
Supply voltage
Corrente da Sirene [mA]
Sounder Current
Corrente do sinalizador Luminoso [mA]
Beacon Current

12 Vcc/dc 24 Vccldc 48 Vccldc 115 Vca/ac 230 Vca/ac

195 265 130 110 56

750 300 180 140 55

Megafone e Sinalizador luminoso Tipos / Loudspeaker/Beacons Types BEXCL15-05D & BExDCL15-05D:

Tens&o de Alimentagao
Supply voltage
Corrente do sinalizador Luminoso [mA]
Beacon Current

12 Vcc/dc 24 Vcc/dc 48 Vcc/dc

750 300 180

Tipo Megafone Linha de 100 V Line | 80Ohms | 16 Ohms | Linha de 70V Line
Loudspeaker Type

Tensé&o de Alimentacéo [V] 100
Supply voltage

10,95 15,49 70

Sirenes e Sinalizadores luminosos Apello Tipos / Apello/Beacons Types BEXCA110-05D & BEXDCA110-05D:

Tensé&o de Alimentacao
Supply voltage
Corrente da sirene [mA]
Apello Current
Corrente do sinalizador Luminoso [mA]
Beacon Current

24 Vcc/dc 115 Vca/ac

480 90

300
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Sirenes e Sinalizadores luminosos Sontel Tipos / Sontel/Beacons Types BEXCTS110-05D & BEXDCTS110-05D:

Tensé&o de Alimentacao

Supply voltage 12 Vcc/dc 24 Vcc/dc 48 Vcc/dc 115 Vca/ac 230 Vca/ac
Corrente da sirene [mA] 195 265 130 110 56
Sounder Current
Corrente do sinalizador Luminoso [mA] 750 300 180 140 55
Beacon Current
Sirenes e Sinalizadores luminosos Vershoven Tipos / Vershoven Sounder Beacons Types BEXCTV110-05D & BExDCTV110-05D:
el O Ao 12V | 24Vewse | 48Veowe | 115Vewe | 230 Vewae
Corrente da sirene [mA] 195 265 130 110 56
Sounder Current
Corrente do sinalizador Luminoso [mA] 750 300 180 140 55
Beacon Current
Sirenes e Sinalizadores luminosos a LED Tipos / Sounder/LED Beacons Types BEXCS110-L1D & BEXDCS110-L1D:
AT El MGG 12Vesse | 24Veusw | 48Vewo | 115Vewse | 230 Vewno
Corrente da sirene [mA] 195 265 130 110 56
Sounder Current
Corrente do sinalizador Luminoso [mA] 760 400 210 135 65
Beacon Current
Sirenes e Sinalizadores luminosos a LED Tipo / Combined sounder/ LED beacon Type BExCS110-L2D:
TensaS?J Spelyp\\/l:):?;grétagao 24 Vcc/dc 48 Vcc/dc 115 Vca/ac 230 Vcalac
Fé\\%ﬁlacéi :g:;:‘o 18-30 Ve 54 Voaige 103.5-126 Veaas | 207-253 Vouac
Corrente da sirene e sinalizador [mA] 503 260 174 o5
Sounder/Beacon Current

MARCACOES E FAIXA DE TEMPERATURA / MARKING AND TEMPERATURE RATINGS:

Para Gases / For Gas

TEMPERATURA AMBIENTE / AMBIENT TEMPERATURE

Este Certificado de Conformidade é valido somente acompanhado das paginas de 1 a 5 e somente pode ser reproduzido em sua totalidade e
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MODELOS / MODELS -50 °C a/to +40 °C -50 °C a/to +50 °C -50 °C a/to +70 °C
BEXCS110-05D(-R) BEXDCS110-05D(-R) Ex db IIB T5 Gb Ex db IIB T4 Gb
BEXCL15-05D(-R) BEXDCL15-05D(-R) Ex db 1B T5 Gb Ex db 1B T4 Gb
BEXCA110-05D(-R) BEXDCA110-05D(-R) Ex db IIB T5 Gb Ex db IIB T4 Gb
BExCTS110-05D(-R) BExXDCTS110-05D(-R) Exdb 1IB T5 Gb Ex db 1IB T4 Gb
BEXCTV110-05D(-R) BEXDCTV110-05D(-R) Ex db IIB T5 Gb Ex db IIB T4 Gb
BExCS110-L1D(-R) BExDCS110-L1D(-R) Exdb 1IB T5 Gb Ex db 1IB T4 Gb
BExCS110-05D(-R)-P BExDCS110-05D(-R)-P Ex db IIB T5 Gb Ex db 1IB T4 Gb
BEXxCL15-05D(-R)-P BEXDCL15-05D(-R)-P Ex db IIB T5 Gb Ex db IIB T4 Gb
BExCA110-05D(-R)-P BExXDCA110-05D(-R)-P Ex db IIB T5 Gb Ex db 1IB T4 Gb
BEXCTS110-05D(-R)-P BEXDCTS110-05D(-R)-P Ex db [IB T5 Gb Ex db IIB T4 Gb
BExCTV110-05D(-R)-P BExDCTV110-05D(-R)-P Ex db IIB T5 Gb Ex db 1IB T4 Gb
BEXCS110-L2D(-R) Ex db lIB T5 Gb Ex db IIB T4 Gb
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Para Poeiras / For Dust

TEMPERATURA AMBIENTE / AMBIENT TEMPERATURE

MODELOS / MODELS

-50 °C a/to +40 °C

-50 °C a/to +55 °C

-50 °C a/to +70 °C

BEXCS110-05D(-R) BEXDCS110-05D(-R)

Ex tb [1IC T100 °C Db

Ex tb [IC T115 °C Db

BEXCL15-05D(-R) BEXDCL15-05D(-R)

Ex tb IlIC T100 °C Db

Ex tb IlIC T115 °C Db

BEXCA110-05D(-R) BEXDCA110-05D(-R)

Ex tb 1lIC T100 °C Db

Extb IlIC T115 °C Db

BEXCTS110-05D(-R) BEXDCTS110-05D(-R)

Ex tb 1IIC T100 °C Db

Extb IIIC T115 °C Db

BEXCTV110-05D(-R) BEXDCTV110-05D(-R)

Ex tb 1lIC T100 °C Db

Extb IlIC T115 °C Db

BEXCS110-L1D(-R) BEXDCS110-L1D(-R)

Ex tb 1lIC T100 °C Db

Extb IlIC T115 °C Db

BEXCS110-05D(-R)-P BEXDCS110-05D(-R)-P

Extb IIIC T110 °C Db

Extb IIIC T125 °C Db

BEXCL15-05D(-R)-P BEXDCL15-05D(-R)-P

Extb IlIC T110 °C Db

Extb IlIC T125 °C Db

BEXCA110-05D(-R)-P BEXDCA110-05D(-R)-P

Extb IIIC T110 °C Db

Extb IIIC T125 °C Db

BEXCTS110-05D(-R)-P BEXDCTS110-05D(-R)-P

Extb IlIC T110 °C Db

Extb IlIC T125 °C Db

BEXCTV110-05D(-R)-P | BEXDCTV110-05D(-R)-P

Extb IIIC T110 °C Db

Extb IIIC T125 °C Db

BEXCS110-L2D(-R)

Extb IIIC T70 °C Db

Extb IIIC T85 °C Db

Ex tb IlIC T100 °C Db

Documentos / Documents

Data / Date
17/06/2019
17/06/2016
26/03/2019
14/04/2016
07/10/2015
08/05/2012
09/04/2010

NUmero / Number Revisao / Revision
RACT-Ex 142.220.19E

RACT-Ex 142.395.15E

Titulo / Title

Relatério de Avaliagdo da Conformidade

Relatério de Avaliagdo da Conformidade

NL/KEM/ExTR10.0034/04
NL/KEM/ExTR10.0034/03
NL/KEM/ExTR10.0034/02
NL/KEM/ExTR10.0034/01
NL/KEM/ExXTR10.0034/00

Relatérios de Ensaios emitido pelo KEMA

Relatérios de Ensaios emitido pelo KEMA

Relatérios de Ensaios emitido pelo KEMA

Relatérios de Ensaios emitido pelo KEMA

Relatérios de Ensaios emitido pelo KEMA

Os documentos da Certificacéo estéo listados no Relatério de Avaliagdo da Conformidade RACT-Ex 142.220.19E
The certification documents are listed in the Conformity Assessment Report RACT-Ex 142.220.19E
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Observacdes / Notes

Os equipamentos fornecidos ao mercado brasileiro devem estar de acordo com a defini¢cdo do produto e a documentacéo aprovada neste

processo de certificacéo;
The equipment provided to the Brazilian Market shall be according to the product definition and to the documentation approved in this certification process;

Somente as unidades fabricadas durante a vigéncia deste Certificado estaréo cobertas por esta certificacéo;
Only the units manufactured during the validity of this certificate will be covered by this certification;

A validade deste Certificado esté atrelada a realizagcdo das avaliagGes de manutengdo e tratamento de possiveis ndo conformidades de
acordo com as orientagdes da Associacéo IEx Certificagdes e previstas no RAC especifico da portaria N° 179:2010 / Equipamentos Elétricos
e Eletrdnicos para Atmosferas Explosivas.

Para verificagéo da condicao atualizada de regularidade deste certificado de conformidade deve ser consultado o banco de dados do Inmetro,
referente a produtos e servigos certificados;

The validity of this Certificate is linked to the performance of the surveillance audits and treatment of possible nonconformities according to the guidelines of the
Associacao IEx Certificagdes and foreseen in the specific RAC of the ordinance N° 179:2010 — Electrical Equipment for Explosive Atmospheres.

In order to verify the updated condition of the regularity of this certificate of conformity, the Inmetro database for certified products and services must be consulted,;

O Selo de Identificacéo da Conformidade deve ser colocado na superficie externa do equipamento, em local facilmente visivel;
The Conformity Identification Seal shall be placed on the outer surface of the equipment in an easily visible location;

Os produtos devem ser instalados em atendimento a norma de instalacGes elétricas para atmosferas explosivas (ABNT NBR IEC 60079-14);
The products must be installed in compliance with the standards of electrical installations for Explosive Atmospheres (ABNT NBR IEC 60079-14);

Esta certificagdo refere-se Unica e exclusivamente aos requisitos de avaliagdo da conformidade para equipamentos elétricos para atmosferas
explosivas, ndo abrangendo outros regulamentos eventualmente aplicaveis ao produto;

This certification refers only and exclusively to the conformity assessment requirements for electrical equipment for explosive atmospheres, not covering any other
regulation applicable to the product;

As atividades de instalagéo, inspecéo, manutengao, reparo, revisdo e recuperagdo dos equipamentos sdo de responsabilidade dos usuarios
e devem ser executadas de acordo com os requisitos das normas técnicas vigentes e com as recomendac6es do fabricante;

The activities of installation, inspection, maintenance, repair, revision and recuperation of equipment are the responsibility of the end users and shall be performed
according to the applicable technical standards requirements and according to manufacturer recommendations;

A letra “X” apds o numero do certificado indica as seguintes condi¢cdes especiais de uso seguro do equipamento:
The letter “X” in the Certificate Number refers to the following special conditions for safe use of the product:
- As juntas a prova de explosé@o nédo devem ser reparadas.
Flameproof joints are not intended to be repaired.
- Oinvélucro é ndo-condutor e pode gerar um nivel de igni¢cdo capaz de gerar cargas eletrostaticas, sob determinadas condigfes extremas.
O usuério deve assegurar que o0 equipamento nao seja instalado em um local onde possa estar sujeito a condi¢des externas que podem

causar um acumulo de cargas eletrostéaticas em superficies ndo-condutoras.
The enclosure may generate an ignition-capable level of electrostatic charges under certain extreme conditions. The user should ensure that the equipment is
not installed in a location where it may be subjected to external conditions that might cause a build-up of electrostatic charges on non-conducting surfaces.

Histérico de revisdes / Revision History

Revis&o / Revision Data / Date Descrig&o / Description

0 17/06/2016 Emissao inicial / Issue initial

17/06/2019 Recertificagéo e inclusdo de modelo / Recertification and inclusion of model

Proposta / Proposal: 14.0.142.395.15 & 14.0.142.220.19
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