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Material:     Metalised Polyester
Adhesive:   Permanent Solvent Adhesive
Method of Marking:  Thermal Printed

                                 

 
 

PRODUCT LABEL 2 (RATINGS LABEL)PRODUCT LABEL 1 (MODEL CERT)

Example shown is a PB-D; variants listed below:

FIELD 1 FIELD 2
MODEL SERIAL NO. FORMAT  
(SEE TOP FOR FULL PART NO.S)
GNExCP7-PT-S... YY/1CP7PTSXXXXXX
GNExCP7-PM-S... YY/1CP7PMSXXXXXX
GNExCP7-PB-S... YY/1CP7PBSXXXXXX

GNExCP7-PT-D... YY/1CP7PTDXXXXXX
GNExCP7-PM-D... YY/1CP7PMDXXXXXX
GNExCP7-PB-D... YY/1CP7PBDXXXXXX
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ATEX/IECEx:
Ex db IIC T5 Gb (Ta -55°C to +70°C)
Ex db IIC T6 Gb (Ta -55°C to +60°C)
Ex tb IIIC T90°C Db (Ta -55°C to +70°C)
NEC/CEC CLASS / DIV:
Class I Div 2  Group ABCD T6  Ta -55°C to +60°C
Class II Div 2  Group FG T4  Ta -55°C to +60°C
Class III Div 1 & 2  Ta -55°C to +60°C
NEC CLASS ZONE:
Class I Zone 1 AEx db IIC T6 Gb (Ta -55°C to +60°C)
Zone 21 AEx tb IIIC T125°C Db (Ta -55°C to +60°C)
CEC CLASS ZONE:
Class I Zone 1 Ex db IIC T6 Gb X (Ta -55°C to +60°C)
Zone 21 Ex tb IIIC T125°C Db (Ta -55°C to +60°C)

IP66
TYPE 4, 4X, 13

Year / Serial No. 
20/1CP7PBDXXXXXX

DEMKO 19 ATEX 2101X
IECEx ULD 19.0007X

Maximum Power: 6.244W
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GNExCP7-PB-DDLAS1A1RN       CALL POINT 

FIELD 1
MODEL
  

FIELD 2
SERIAL
NO. FORMAT

WARNINGS
USE COVER BOLTS CLASS A4-70   ;   DO NOT OPEN WHEN AN EXPLOSIVE ATMOSPHERE IS PRESENT
POTENTIAL ELECTROSTATIC CHARGING HAZARD - SEE INSTRUCTIONS   ;   FOR INDOOR OR OUTDOOR USE
TO REDUCE THE RISK OF IGNITION OF HAZARDOUS ATMOSPHERES, CONDUIT RUNS MUST HAVE A SEALING 
FITTING CONNECTED WITHIN 18 INCHES OF CONDUIT
CAUTION - RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT MAY BE REQUIRED TO DE-ENERGIZE THE 
EQUIPMENT BEFORE SERVICING
AVERTISSEMENT:
UTILISER COUVRIR BOULONS CLASSE A4-70   ;   NE PAS OUVRIR UN PRESENCE D'ATMOSPHERE EXPLOSIVE
DANGER POTENTIEL CHARGE ÉLECTROSTATIQUE -  VOIR LES INSTRUCTIONS   ;   POUR USAGE INTÉRIEUR OU 
EXTERIEUR
POUR RÉDUIRE LE RISQUE D'INFLAMMATION DES ATMOSPHÈRES DANGEREUSES, LES CONDUITES DE CONDUIT 
DOIVENT AVOIR UN RACCORD D'ÉTANCHÉITÉ RACCORDÉ À MOINS DE 18 POUCES DE L'ENFERMEMENT
ATTENTION - RISQUE DE CHOC ÉLECTRIQUE - PLUSIEURS SECTIONNEURS PEUVENT ÊTRE NÉCESSAIRES POUR 
COUPER L'ALIMENTATION DE L'APPAREILLAGE AVANT D'ENTREPRENDRE L'ENTRETIEN

Input Voltage / Current: 48Vdc max 1A max / 24Vdc 3A max 
Input Voltage / Current: 250Vac 50/60Hz max 3.33A max 

INDUSTRIAL CONTROL EQUIPMENT FOR USE IN HAZARDOUS LOCATIONS

European Safety
Systems Ltd. 

Impress, House, Mansell 
Road, London W3 7QH UKwww.e2s.com

ALL ENTRIES M20x1.5 - IF TEMPERATURE EXCEEDS 60º C AT ENTRY OR 60º C AT BRANCHING POINT 
USE SUITABLY RATED CABLE AND CABLE GLANDS - SEE INSTRUCTIONS
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