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D1xS2FDC024

D1xS2-DC024
D1xS2 Alarm Horn

Nominal Voltage: 24V dc     
Nominal Current: 924mA
Voltage Range:   10-30V dc
Max Current: 1217mA @ 18V dc

Year / Serial No.  15/01DG1220001

IP66
Type 4 / 4X / 3R / 13

MMYY

Class I Div 1  ABCD T6  Ta -40°C to +70°C
Class I Zone 1  IIC T6  Ta -40°C to +70°C

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

08-04-20

Location: Suitable for outdoor use
Instructions: D190-00-001-IS-SC_Issue_7
Enclosure Entries: Twin: M20x1.5 / Single: ½" NPT
Audible Appliance for use in Fire Alarm Systems - Public Mode
Supply 18-30VDC for Fire Alarm use

D1xS2FAC230

D1xS2-AC230
D1xS2 Alarm Horn

Nominal Voltage: 115V ac 60Hz/230V ac 50Hz     
Nominal Current: 286/159mA
Voltage Range:   110-120V ac 50/60Hz
Max Current: 293mA @ 110V ac 60Hz

Year / Serial No.  15/01DG2300001

IP66
Type 4 / 4X / 3R / 13

MMYY

Class I Div 1  ABCD T6  Ta -40°C to +70°C
Class I Zone 1  IIC T6  Ta -40°C to +70°C

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

Location: Suitable for outdoor use
Instructions: D190-00-001-IS-SC_Issue_7
Enclosure Entries: Twin: M20x1.5 / Single: ½" NPT
Audible Appliance for General Signalling

D1xS1-DC024
D1xS1 Alarm Horn

Nominal Voltage: 24V dc     
Nominal Current: 217mA
Voltage Range:   10-30V dc

Max Current: 270mA @ 18V dc

MMYY

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xS1-AC230
D1xS1 Alarm Horn

Nominal Voltage: 115V ac 60Hz/230V ac 50Hz     
Nominal Current: 77/53mA
Voltage Range:   110-240V ac 50/60Hz

       (110-115V ac 50Hz ATEx/IECEx only)
Max Current: 82mA @ 110V ac 60Hz

MMYY

Impress House, Mansell Rd, London UK W3 7QH www.e2s.com

D1xS1FDC024 / D1xS1RDC024 D1xS1FAC230 / D1xS1RAC230

ATEX / IECEx
Ex db IIC T5 Gb Ta -40°C to +75°C
Ex db IIC T6 Gb Ta -40°C to +70°C
NEC / CEC Class / Div
Class I Div 1  ABCD T6  Ta -40°C to +70°C
NEC / CEC Class / Zone
Class I Zone 1  IIC T6  Ta -40°C to +70°C

II 2G
ATEX / IECEx
Ex db IIC T5 Gb Ta -40°C to +75°C
Ex db IIC T6 Gb Ta -40°C to +70°C
NEC / CEC Class / Div
Class I Div 1  ABCD T6  Ta -40°C to +70°C
NEC / CEC Class / Zone
Class I Zone 1  IIC T6  Ta -40°C to +70°C

II 2G

Location: Suitable for outdoor use
Instructions: D190-00-001-IS-SC_Issue_7
Enclosure Entries: Twin: M20x1.5 / Single: ½" NPT
Audible Appliance for General Signalling
If temperature exceeds 70°C at entry or 80°C at branching point
use suitable rated cable and cable glands - See Instructions

0518

Year / Serial No.  15/01DG1300001

IP66
Type 4 / 4X / 3R / 13

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X

Year / Serial No.  15/01DG1200001

IP66
Type 4 / 4X / 3R / 13Location: Suitable for outdoor use

Instructions: D190-00-001-IS-SC_Issue_7
Enclosure Entries: Twin: M20x1.5 / Single: ½" NPT
Audible Appliance for use in Fire Alarm Systems - Public Mode
Supply 18-30VDC for Fire Alarm use
If temperature exceeds 70°C at entry or 80°C at branching point
use suitable rated cable and cable glands - See Instructions

0518

DEMKO 19 ATEX 2141X
IECEx ULD 19.0008X
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